PLACE STAKE AT
PROPOSED METER LOCATION.

2"x4”x3" MIN.
PRESSURIZED TREATED STAKE
WITH HYDROSERT BLIND END
STUB OR APPROVED EQUAL.

R/W.

(OR EASEMENT)

NATURAL GROUND
R/W.

ROADWAY SURFACE

! %MIN. COVER: 302

2’ MIN USE S”-|CON F”—'-ED POLYETHYLENE TUBING IN CASING WITH TRACER WIRE
DIRECTFgéJRAﬁII: YJVL!)TI\I]:TS'\‘LIIL (12 AWG WITH BLUE INSULATION)
\/ TRACER WIRE.

WATER MAIN WITH
SADDLE AND
CORPORATION STOP

POLYETHYLENE TUBING WITH TRACER

MAX. WIRE (12 AWG. WITH BLUE INSULATION)
TRACER WIRE TO BE TERMINATED

AT THE CURB STOP.

TAPPING SADDLE AND
CORPORATION STOP

TYPICAL SHORT SERVICE TYPICAL LONG SERVICE - STREET CROSSING

%*OR GREATER AS REQUIRED BY CITY / COUNTY / D.O.T.

GENERAL NOTES:

— SERVICE LINES TO BE TERMINATED WITHIN 2 FEET OF THE R/W LINE BUT NOT
UNDER ANY TYPE OF PAVEMENT.

— ALL WATER SERVICES SHALL BE INSTALLED 1 FOOT OFF THE COMMON
PROPERTY LINE, ON THE OPPOSITE PROPERTY LINE FROM THE PROPOSED

ELECTRICAL TRANSFORMERS. THE OWNER/DEVELOPER SHALL COORDINATE THE ”
LOCATION OF THE WATER METER WITH THE POWER COMPANY PRIOR TO 1 1/2 WATER MEI-ER ASSEMBLY
INSTALLATION.

— CASING SHALL BE PVC OR HDPE AND SHALL BE COLOR CODED BLUE OR PUBLIC RIGHT—OF—WAY PRIVATE PROPERTY
BLACK WITH BLUE STRIPING. - -

— ALL METER BOXES AND PLUMBING SHALL BE INSTALLED BY THE

OWNER/DEVELOPER. ALL METERS SHALL BE INSTALLED BY ECUA BY 1%” DRESSER ! i
CONNECTING METER TO CURB—STOP. 2" CURB STOP WITH COUPLINGS | —JUMBO METER BOX WITH 1%
CAST IRON VALVE BOX (BY ECUA) METER (BY ECUA)
- 2" BALL VALVE
RECOMMENDED TUBING SIZES D AN : AND VALVE BOX
FOR WATER SERVICES 2" HDPE W/ADAPTERS | (OWNE)RS CONTROL
MAX. LENGTH OF TUBING ” VALVE
SIZE OF DIELSCI)(V;VN FOR SIZE INDICATED 2" CORPORATION STOP - g TO BFP & ONSITE PIPING
METER 1 (cPm) g > WATER MAIN W/ SADDLE 2"x1%” BRASS \
0 BUSHING 2"x1%" BRASS
% 20 92 2679 (BY ECUA) BUSHING (BY ECUA)
1” 50 17 492 "
1%” 100 136 1%” BRASS NIPPLES
(BY ECUA)
SIZE_OF CASING o .
(LONG SERVICE ONLY)

DETAIL

WATER SERVICE FOR
5/8" 1" & 1 1/2" METERS D-40
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